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Models
WS30 WS40 WS60 WS80 WS150 WS180
WS50 WS60 WS100 WS120

Autodrain Built-in

Attaching Autodrain Autodrain Built-in

3.0kW 4.0kwW 6.0kwW  8.0kw
5.0kW 6.0kw 10.0kW 12.0kW

U STEAM
o GENERATOR

Please read the manual carefully before using the steam generator.
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IMPORTANT

Do not make sharp bends or elbows along the steam pipe.

The steam head must be installed with outlet facing down to floor.

Do not allow the sags or water pocket along the steam pipe and/or the
ventilation duct. IMPORTANT! There must not be any type of obstruction
along the steam line, such as a stop-off valve or tap. The internal diameter of
the steam pipe must not be reduced.

Ensure that steam rooms that are used continuously for more than 2 hours at a
time are ventilated by 10-20 cubic meters of air per person and hour.

Booster pump is not allowed to be installed in front of water inlet line.
IMPORTANT! The ambient temperature outside the steam room and around
the steam generator must not exceed 35°C.

Place the steamroom temperature sensor as far away from the steam jet as
possible.

De-scale the steam generator at regular intervals as instructed. In hard water
areas, where calcium levels exceed 6 dH, we recommend the installation of a
water filter and/or softener.

Clean the steam room regularly.

CAUTION! Stay at least 12" (30cm) away from hot steam escaping from steam
outlet.

IMPORTANT. The steam generator’s waste pipe must always discharge into a

drain outside the steam room itself. The water is very hot.




Before Installing

Use the following information together with the consultation of your contractor, architect
or designer in determining all factors necessary in providing a suitable and safe steam
room.

Check that the supply voltage is suitable to your steam generator.

Ensure that the steam generator kilowatt corresponds to the volume of your steam room.
Refer to Technical Data (Page 13)

/s The voltage of the light output is 12V, use appropriate transformer
£+ for low voltage. WinSpa is not responsible of damages caused by
WARNING using higher voltage inside the steam room.

Steam Room Guidelines

1. The Steam Room must be fully enclosed, complete with walls, door, flooring and ceiling.

2. Rubber linings (e.g. gaskets) are recommended for the door to effectively seal the heat
and the steam inside the Steam Room.

3. If tiles are used for the flooring or some other smooth surface material, provide suitable
anti-skid strips or rubberized mats to prevent slipping resulting to injury.

4. Materials used for the walls and ceiling should have water-resistant, non-corrosive
surfaces such as tiles, marbles, molded acrylic, or other non-porous materials. The
ceiling should be dome-shaped to prevent the dripping of condensate.

5. A drain must be provided in the flooring.

6. Heating, venting or air conditioning devices should not be installed inside the Steam
Room.

7. Steam Room windows should be double paned.

8. Limit the Steam Room ceiling to a height of 2.5 meters. Exceeding 2.5m will require a
higher-rated steam generator.

Using Steam Room

Warning

All generators is connected to 240/415 volt power supply. All service work to be performed
by a licensed, qualified electrician.

Bathing time should not exceed 30 minutes; extending bathing time may cause rapid heart
beat, headache, dizziness or weak feeling. If any of the above symptoms occur leave steam
room immediately.

People with following conditions should not use steam room unless advised safe to do so by
a doctor:

(1). Pregnant woman (2). Heart condition (3). High blood pressure (4). Diabetes (5).
After consumption of alcohol (6). On any medication.

Children should not be left unattended or alone in steam room.

Do not touch steam head during operation or scalding will occur.

For any reason should over heating occur, immediately open door to reduce temperature.



Steam Generator Parts (Figure 1)

Terminal for incoming line Level Probe o .
% Decalcifying Solution

Scent Pump /Fragrance Inlet

PCB

Power
Swritch /

Solenoid Valve

Pressure
¢ Relief Valve

| Scale Outlet

(13)

/N For illustrative purposes only.
@ Not for use for wiring. For
WARNING component identification only.

(1) Power switch; (2) Communication adapter; (3) Hole for Power supply cable; (4)
Communication; (5) Fixing holes; (6) Fragrance/Decalcifying Solution inlet; (7) Fragrance
tube inlet; (8) Water level probe; (9) Water inlet; (10) Pressure relief valve; (11) Steam
outlet; (12) Scale outlet; (13) Drain; (14) Transformer; (15) Exhaust fan; (16) Terminal for
incoming line; (17) Lights output.

Instructions of use

When power supply to steam generator is switched on, a high beep will confirm the supply
and the screen displays the generator tank’s temperature.

There are four different operation modes in the control unit: On/Off, Warmstart, Timer/
Temperature and Light. The user can easily set the unit, making the steam bathing more
convenient with less energy consumption.

Press On button on the control unit to activate the generator. When generator is active, the

control unit alternately displays time and temperature in steam room.
Up
Temperature / Timer

Cabin light
Oon

Warmstart / Standby

Down

Figure 2

1
| on/Off Mode

When the power switch of steam generator is turned on, press On/Off on control panel
to activate steam generator.



Once generator is activated, the screen alternatively
displays time and the set temperature in steam room

Warmstart / Standby Mode

Activate warmstart-mode if the steam room is not used constantly.

During the warmstart-mode the water in the steam generator tank is kept hot, with
minimal energy usage. The generator is able to produce steam shortly after pressing On
button on the control panel for the convenience of the user.

The default setting of warmstart is of OFF-mode. To activate, press WARM button, the
screen displays OFF, press WARM button again to change to ON (= OH) mode.

To set / change remaining warmstart time press and hold the WARM button for 4
seconds, then press up or down buttons.

When warmstart is set to 00:00 and on ON-mode, auto drain feature will not be
available.

When warmstart time expires, cabin light and generator go off automatically.

To activate on-mode again short press the WARM button to ON (= OH) mode.

Temperature/ Timer

The temperature/timer button can be used to switch between the temperature and
session time.

When the power switch of steam generator is turned on, the tank temperature is
displayed. To set/change temperature at desired level press up and down buttons directly.
The default set temperature is 45°C degree. (maximum temperature possible is 60°C
degrees).

Under temperature control only the temperature in the steam room will be kept
in the preferred set temperature with continuous discharge of steam. The
generator will keep running until it has been switched off manually. In this
mode the light also needs to be manually turned off.

If the temperature/timer button is pressed, the remaining session time will be displayed.
It can be changed by pressing up and down buttons. The temperature / session time
will be saved as default settings if there is no buttons are pressed within 4 seconds and
the display will return to tank’s temperature until generator is activated.

Press On button and screen displays 00:00 then short press up or down button to set
session time. When session time is set 00:00 generator will keep running until
warmstart time expires or it has been manually switched off.

When under both temperature and timer control and warmstart is
of OFF-mode generator and cabin lights will be switched off
automatically when session time expires.
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Changing the values

Pressing up or down button in control unit will increase or decrease the currently
displayed value. A value cannot be in- or decreased above or below its maximum or
minimum value.

The up and down buttons are repetitive. Holding the up or down button will cause the
value to in- or decrease with an increased rate.

If no keys are pressed within 4 seconds, changes in the values are confirmed.

If no keys are pressed for 4 seconds, the display will automatically display the water
tank temperature.

Cabin Light

The cabin light must be switched on manually. It can be manually or automatically

switched off:

a. If session time is set, cabin light goes off automatically 15 minutes after session time
expires.

b. If warmstart time is set and warmstart is on On-mode, when warmstart time runs off,
cabin lights switch off automatically.

c. If warmstart time is set to 00:00 and warmstart is on On-mode, however no session
time is set, cabin lights must be switched off manually.

d. When generator is under temperature control only, cabin light must be manually
switched off.

Key Lock

Lock and unlock the key pad by pressing or holding On button for 4 seconds, the screen
shows current mode: ULOC = Unlock, LOC = LOCK, press either up or down buttons to
change the mode.

Only On/Off, warmstart and cabin light buttons are usable when the control unit is
locked. If other buttons are pressed, relative current status is shown in the display.

The key lock function is set automatically if it was left active during the previous
operation.

Auto Drain

The auto drain feature automatically drains the water system after every use. The tank
is flushed and will remain empty until the steam generator is used again.

After the warmstart time runs out, control unit automatically goes to Auto Drain mode.
After hot water drains, the generator’s tank will be flushed with cold water and then
drains again” which restrains scale from forming on the inside surface of tank and
heating elements . The draining process will take about 10 minutes.



Steam Room Extractor Fan

The steam room extractor fan feature will draw out the vaporous wastes from previous
use. The extractor fan will be activated automatically when session time expires.

Long press cabin light button for 4 seconds, the control unit displays remaining steam
room vaporous wastes extracting time. To change the remaining exhaust time press up
or down button.

The default extractor fan time is 10 minutes, maximum exhaust time can be set is 240
minutes. When the extractor fan time is set 00:00, extractor fan on steam room will
keep operating until generator goes On-mode again.

Optional Feature

User can choose generator with Scent Pump built in or a separate WinSpa Doser Unit.
Figure 3

Built-in Scent Pump Separate Dispenser

Dispenser

Fragrance

Built-in Scent Pump

Built-in Sent pump will be operated when generator goes On-mode. Before switching
generator on make sure there is enough aroma in the aroma container. Never run the
scent pump dry.

Aroma oil will be filled with each water recruitment of steam generator for 2 seconds.
When session time expires or generator is turned off, scent pump will turn off too. It will
take about 10 seconds for every 1 meter of pipeline for aroma liquid to reach the pump.

Fragrance container should be placed at the same level with steam generator. Never
place the container upper or lower than generator. Make sure to fill the pipeline fully
with water using the injector in the pack.

When aroma oil is changed, check that the pipeline is not broken and is full of liquid. It
is also recommended to wash the fragrance container between changes, especially
when using different fragrances.

Use only fragrance meant for steam generator use. Follow the instructions in the
fragrance packing.
Figure 4
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Operating Steam Room

1. Ensure power supply to steam generator is switched on.

2. Ensure water supply is turned on.

3. The steam room is now ready to use, press On button on the control unit to activate
the generator.

Maintenance

1. Decalcification

Tap water contains impurities, for example lime, that can cause calcium deposit and block
the internal parts of the steam generator. To prevent this and prolong the lifetime of steam
generator it is recommended to have a water filter and water softener. They are connected
to the water source of steam generator’s water inlet.

Follow these guidelines to perform preventative maintenance of steam generator.

Figure 5

/1 Never add decalcifying
&= solution when generator
WARNING is operating!

w. Turn on the generator and press WARM button to
switch on warmstart mode and wait until water inside
generator tank starts to boil. Disconnect steam
generator from main power supply before opening
generator’s cover. Only licensed electrician or
professional maintenance person can open covers and
do cleaning.

. Use adjustable wrench to remove the tube cap of the scale remover inlet. Before
opening, make sure that the generator is off. Cool down the angled tube with wet cloth
if needed.

Pour the solution through tundish into the water tank. Do it slowly enough to prevent

solution to splash into the generator.

Close the cap firmly and let the solution stay in the tank for 30 minutes. Do not switch
the generator on.

Drain the water tank by activating the generator for 2 minutes. Press On button again
manually to start auto drain.

Repeat the step 5 two more times.

< W <

N
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Use Decalcifying Solution as follows:

Steam Decalcifying
Generator (kW) Solution (ml)
3-8 250
10-18 500

For steam generators in commercial use (over 5 hours continuously daily) additional service
plan is recommended three times a year. Please contact your service center for details.

Frequency for decalcification:

Unit dH where 1 dH is 10 mg calcium in 1 liter of water

< 3% dH = very soft water, decalcification every 500 operation hours
3-6° dH = soft water, decalcification every 100 operation hours

6-9° dH = hard water, decalcification every 50 operation hours
9-18° dH = very hard water, decalcification every 30 operation hours

Level probes cleaning

Tips of WinSpa Water level probes are protected by a patented coating from scale
attaching. For generator in commercial use (over 5 hours continuously daily), service
plan is recommended minimum 4 times a year.

Disconnect steam generator from main supply before opening generator’s covers. Only
licensed electrician or professional maintenance person can open covers and do
cleaning.

Use adjustable wrench to deattach 2 wires from level probes. Make sure that when
connecting wires back, wires are connected to right probe.

Use adjustable wrench to remove level probe. Clean tip of the pins from impurities using
sandpaper and replace coatings on tip in every cleaning service! Don’t damage plastic
coating on pins. If coating is damaged, replace level sensor. Tighten level sensor by
hands and use adjustable wrench only for final tightening.

3.Tank cleaning

a.

b.

C.

Disconnect steam generator from main supply before opening generator’s covers. Only

licensed electrician or professional maintenance person can open covers and do

cleaning.

Open side cover of heating elements.

a) Disconnect heating elements and exhaust fan.

b) Remove heating elements and clean deposits from the elements.

Open the scale outlet plug on side of generator using adjustable wrench.

a) Remove deposits from bottom and sides of the tank and wash away deposits. Don’t
use auto drain valve since big particles can block the valve.

b) Attach the plug and use Teflon pipe seal if heeded.

c) Screws in the heating elements. Make sure that heating elements and exhaust fan
are connected correctly. Figure 6
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Assembly and Installation

1). Location of the steam generator has to be near the steam room. Place it within 7.5
meters to the steam room.

2). Steam generator has to be installed outside the steam room.

3). The steam generator must not be installed outdoors or areas that may damage the unit
due to climate conditions.

4). Do not install the steam generator or plumbing lines in unheated attic or any locations
where water could freeze.

5). The steam generator must not be installed in areas near flammable or corrosive
materials or chemicals such as gasoline, paint thinners, chlorine or the like.

6). Provide a level surface to install steam generator. Side hole slots are provided for wall
mounting. Make sure that the steam generator is secured and is level when mounted on
the wall.

7). The steam generator has to be installed in an upright position only.

8). Install water filter and softener or alike when necessary.

9). Leave enough space for service and maintenance of the generator. Figure 7

Water Source

L @ For illustrative purposes only.
Water Filter/Softener

Dispenser

Temperature Sensor

Cabin Light

Generator

Steam Head

Steam Head
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Plumbing

All plumbing has to be installed by a licensed qualified plumber. Plumbing should be in
accordance with national or local codes. Use unions for piping connections. Use only 12mm
(1/2") brass piping or copper tubing. Never use black or galvanized pipe for the plumbing
as it can easily crack or damage.

Water Supply

Provide a shut off valve on the water source for the steam generator. Turn off the inlet
water line before installing the unit. Recommended water pressure is 1 to 3 bar and
maximum water pressure without water filter/softener is 4 bar. Water softener is
recommend to use.

Steam Outlet

The steam must move in a continuous flow to the steam room. Do not install valves on the
steam line. Use insulated, rated 120°C or higher, brass pipe or copper tubing for steam line
to connect to the steam head as permitted by codes. Slope the steam line height by 20mm
per meter towards the steam head to avoid trapping of the condensate and eliminate
steam trap that blocks the flow of the steam. Never use bends wherever possible. But when
necessary always install sweeping bends to allow easy flow of steam.

For best operating results install a 20mm (3/4") line. Two steam outlets are required for
generator up to 18kW, however, for generators up to 6kw a 12mm (1/2") line will suffice.

Pressure Relief Valve

The pressure relief valve activates when there is an overpressure in the steam line. It
automatically opens and releases the pressure steam. When this happens, please check

your steam line for servicing.

Telflon or sealant
for pipe threads

")

. Steam head
Steam Head Figure 8 downwords

Install steam head in location to avoid body contact | Position
and scalding. The steam head must be installed with
outlet facing down to floor. Seal thread using Teflon

tape and do not over tighten. min.200mm

Drain

Drain valve is installed inside steam generators over 6.0kW, for generators below 6.0kW a
drain valve is provide for maintenance. Set drain connection for your steam generator
according to national or local plumbing requirements. Make sure the valve is installed
upright. When connections are made always use two wrenches/spanners.

Attaching Autodrain Figure 9

(for 3.0~ 6.0kw steam generator)

1. Attach the autodrain to the outlet. Make sure the valve is
installed upright. Union is recommended when connecting
pipeline .

2. Plug the wire into the plinth on circuit board of steam generator.

12



Power Wiring

Only a qualified electrician should do the Electrical wiring connections.

Check the power supply before installing your unit. Single Phase connection, a 220 — 240V
supplied is required. Use two-wire supply source and equipment grounding wire for single
phase connection. Check size of wires in Ampere Chart in accordance with the National
Electrical Code and local electrical code.

The installation must include switch for all pole disconnection. Circuit breaker with 3mm
control gap is recommended.

Do not connect the elements

Technical Data £20  to the power supply directly!
WARNING
Wire Size of Steam Room
Steam Room Voltage Current i
Model kw 3 Phase Size (mm)
Volume (m~) v) (A) )
mm Width Depth Height

220-240 / 14 iN/ 4.0

WS 30 3.0 3 max 430 170 360
380-415 8 2N 25
220-240 / 17 iN/ 4.0

WS 40 4.0 4 max 430 170 360
380-415 10 2N 2.5
220-240 / 22 iN/ 4.0

WS 50 5.0 3-6 430 170 360
380-415 8 2N 25
220-240 / 26 iN/ 6.0

WS 60 6.0 3-10 430 170 360
380-415 9 2N 2.5
220-240 / 26 iN/ 6.0

WS 60 6.0 3-10 480 200 420
380-415 9 3N 2.5
220-240 / 37 iN/ 8.0

WS 80 8.0 8-20 480 200 420
380-415 19 3N 4.0
220-240 / 46 iN/ 10.0

WS 100 10.0 9-22 480 200 420
380-415 23 3N 6.0

WS 120 12.0 15-28 380-415 28 3N 6.0 480 200 420

WS 120 12.0 15-28 380-415 28 3N 6.0 480 250 420

WS 150 15.0 22-40 380-415 19 3N 4.0 480 250 420

WS 180 18.0 26-45 380-415 28 3N 336.0 480 250 420

NOTE: This table is for steam rooms built in with light walls (tempered glass or acrylic).
Steam rooms with thick walls or ventilation, please use higher kilowatt steam generators.

13




Electrical Diagrams (Figure 10)
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Connection of WinSpa Control to the PCB (Figure 11):
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Installing Control Unit

Mount the steam control unit on an accessible area outside the steam room. It is
recommended not to place the steam control near to showers or similar wet places. Do not
install the control unit inside the steam room! Never attempt to modify or to fix the steam
control. Ask your licensed technician or your nearest dealer service center for repair. The
control cable is recommended not longer than 30 meters. Figure 12
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Installing the Temperature Sensor

Before installation the generator must be switched off from main power supply.
The temperature sensor comes along with the WinSpa steam generator. It is recommended
to use only WinSpa temperature sensor with WinSpa generator as it may otherwise not
function correctly. Temperature sensor wiring should not be routed near power cables or
hot areas as it may cause electronic interference or damage to the wires.
1. The temperature sensor has to be installed:
a. On a surface where there is no obstruction below it.
b. Height has to be 1.5-1.7 meters above the floor.
c. It should be away from the steam head so that the steam will not hit the sensor
directly.
The sensor has an integrated 9-meter cable. If longer cable is needed, please consult
your WinSpa technician.
2. A 4mm hole is required to insert the temperature sensor. Do not create bigger or
smaller hole. Clean the hole before inserting the sensor.

3. Either make a hole in the cable lead-in on back of control unit to pull the cable through, or

plug the cable into the plinth on PCB inside generator. See figure 10.

4. Pull the temperature sensor through the steam room wall. Do not apply staples or other
material that may damage the cable.

5. Insert the temperature sensor into the steam room. Screw or glue the sensor to the wall

6. Apply silicone sealant on the hole in the wall to create a moisture seal. Make sure there
is no trace of silicone on the sensor as it may interfere its reading. Figure 13

Temperature Sensor
r'd

1

Cable

Steam Generator Series Connection (Figure 14)

Control Master Slave 1 Slave 2 .......
NOTE! In the event of faulty operation occurs in any one of the slave units, a warning beep

will alarm the user from the faulty generator, however the rest of the generators can
operate normally.
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Troubleshooting

If an error occurs, the steam generator should be switched off. There will be a warning
beep sound to alarm the user every 2 seconds. There will be 3 different beep sounds.
See below Sound Indentification:

WINSPA Steam Generator Fault Code Table

' PPH(

GHf BRAE )DXOW GHVFULS| ODLQWHQDQFH UHFF
'DWHU WDQN WHPSH
( ESSJ/RQJKLJK WKH KHDWLQJ| 3RZHU RII LPPHGLDW

EH LQ WKH QUQEXU

O\ F

QHWL

7ZR IRQp % HFN ZDWHU SLSH I
( 5LQJ DWHU LQOHW SURED gOHW HOHFWURPDJ

7KUHH 6 FN WKH GUDLQDJ
( 5L0J ‘DWHU RXWOHW SUREORPE, 07y boyn

H SL

Check the circuit board, see if
JRXU 6KRAKNRUW FLURKALUIWHIO any touch between the probe

( 5LQJ ZDWHU OHYHO SURE }peating element or
tank,cleaning tank scale

JLYH 6KRUKKH VFDOH LV WRR P &OHDQ WKH VFDOH R
SLQJ OHJ RI ZDWHU OHYHQOOHYRIEOHSUREH

Q WK

Check the circuit board, see if
JRXU 6KRAMKMRUW FLUFXLW RQ |any touch between the probe

( 5LQJ ZDWHU OHYHO SURE }peating element or
tank,cleaning tank scale

1 ZDYV

J)LYH 6KRUKMH VFDOH LV WRR P| 8&OHDQ WFIDOH RQ WK
( 5LQJ OHJ RI ZDWHU OHYHDOHYRIEHS UREH
ARl "2QH 6KRUW IDXOW WKRIQSRZHU

5LQJ° FRPSOHWLRQ"

IMPORTANT! only a qualified electrician or maintenance personnel are allowed to make
the service operations and repairs!

Checking and Fault-finding

In the event of faulty operation, first check the following:

® Are the control panel and steam generator connected properly?

Is the steam generator correctly installed in accordance with these instructions?

Dose the drainage pipe slope down properly towards the waste outlet?

Is the filter clogged? To clean the filter, disconnected the feed pipe, remove the filter
and rinse it free from particles of calcium carbonate and other deposits.

Are there any sharp bends in the steam pipe? (the minimum permitted radius of bends
is 50mm,2")
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® Does the construction and ventilation of the steam room comply with instructions?
Followings are for a quick check:

After generator is powered on, the display on control panel shows -00-.

Cause: The temperature sensor on water tank is loose connected.

Solution: Disconnect the power supply to steam generator, open the front cover of the
generator. Tighten the spade connector on the tank using a cross screwdriver.

The display on control panel shows 99 and time alternatively:

Cause: The steamroom temperature sensor is loose connected to the control panel — or
to the main circuit card (steamroom temperature sensor can be either connected to control
panel or to the main circuit card inside the steam generator).

Solution: Disconnect it and plug it in again properly.

Cause: the steamroom temperature sensor is faulty.

Solution: Replace a temperature sensor.

Chicklist
Steam generator buzzes all the time

Causes Solution

7DS ZDWHU SUHVVXUH LV WRR ORZ m@GHDW W KHKHL QWWBH UL VSUHV VXL
FORJIJHG ZKLFK FDXVH XQVWDEOH L QR W BB WHOW HOR Z

6ROHQRLG YDOWHURUXBBO\ KDV VWXEN RU EHHO
GHIHEWLY H &OHDQ RU UHSODFH WKH VROHQR

,PSRUWD@WZD\V NHHS WKH IDQ

LOVLGH JHOHUDWRU ZRUNLQJ W
RDUG LV GHIHFWLYH

ODOIXQFWLRQ &38 RI PDLQ FLUFXLW 1

WKH DLU DURYQ®KS®DFH WKH

IDXOW\ FRPSRQHQW
7KH ZDWHYW © SUREHYV DUH FRYHG E\ H[FHVVLYH FDOFLXP

&OHDQ RU UHSODFHRWHKW OHYHO ¢
FDUERQDWH GHSRWLWYWHRWQWO GLDRHWHU RI WKH

5HSODFH WKH SLSH RU WKH SLSt
VWHDP SLSH LV FRQVL G HAKRE®\PIH GOKYE D

ZKLFK LV FDXVLQJ WKH UHGXF\
WRR JUHDW KLJK WHPSHUDW XRIHKE® WO@HU WDOQN

UHTHU WR*6WHDP 2XWOHW RQ SDJ
HOHPHQWY DUH GU\LQJ EXUQ
'UDLQDJH YDOYH KDV VWXFN E\ FDOFLXP EDUERQDWH

&OHDQ RU UHSODFH WKH GUDLQ Y
GHSRVLWV RU EHHQ GHIHFWLYH
7KH VWHDP URRP PDLQWDLQV WKH{GBWXUHG WSHPS ) EXW QR

VWHDP LV SURGXFHG

&DXVHYV 6ROXWLRQ
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VWHDP URRP

&DXVH,QVXIILFLHQW YHQWL

,QFUHDVH YHQWLODWLRQ 7KH YHQ
OHVV WKDQFXELF PHWHUWXE \G R
SHU SHUVRQ SHU KRDKXWHGE HYD WKH

URRP LV WRR ZDUP

&DXVH/ KH DLU FRPLQJ LQW

5HGXFH WKH LQWDNH DHWRVRBPSHUI

&DXVH7KH DPELHQW WHP
KLIKHU WK&OW )

S|[(QVXUH WKDW WKH DPELHQW WHIH

HIFHHG & )

&DXVH7KH W KHUHVRHILVY
ZURQJO\ SODFHG

IDXQO

7KH WKHHWRHMKRXOG EH SODFHG DO
FP " DERYH IORRU OHYHO DQG
WKH VWHDP MHW DV SRVVLEOH

Erratic steam production right from the start.

DW XU

&DXVHV BROXWLRQ
&DXVHKH MI/PURRWPKHUPRVWQWR|U
QRYH WKH VHOVRY RU DOWRUW/KH GLUI
LV ZURQJO\ SODFHG LQ UHODWLRO WR WKH VWHDP MHW
VWHDP MHW
6HH 7(67
&DXVHDOFLXP FDUERQDWH RU RWKHU IRUHLIQ
5HPRYH DQG FOHDQ WKH ILOHU
ERGLHY WKH ILOWHU

The steam room requires an abnormally long time to heat up

&DXVHYV

BROXWLRQ

&DXVH KH JHQHUDWRU LV
HQRXJK 6HH 7DEOH RQ 3D

5HSODFH WKH VWHDP JHQHUDWRU Z
IIHDW RXWSXW

&DXVH([FHVVLYH YHQWLOI[

VWRADURRP

5HGXFH WKH YRQWWEGDWYDFXDWIKE
P HWMW FXE \G RI DLU SHU SHUVR

&DXVH7KH DPELHQW WHPS

ORZHU WK&Q )

,QFUHDVH WKH DPELHQW WHPSHUD
VWHDP JHQHUDWRU ZLWK D PRUH SR

&DXVH+HDWLQJ HOHP HHW

L5WEORFH KHDWLQJ HOHPHQWYV

&DXVH7KH VWHDRPRPVKHUP R
VHQVRU LV WRR FORVH Wem
7(67

RVWDW
ORYH WKH VH%VRU RU FKDQJH WKH G
\,</IV|I_<|\I7|VVWHDP MHW

Neither steam nor heat is generated in the steam room

&DXVHYV

BROXWLRQ

Q SHU KR

ZHUIXO R

&DXVRRWURBR[LY LOQFRUUH

FRMBGIFNMHWKH WLPH DQG WHPSHUDVERY

H RQ WK

&DXVH KH ZDWHU LV QRW
VWHDP JHQHUDWRU

2SHQ WKH WDS FRQQHFWHG WR W

1 VWHDP

&DXVHKH ILOWHU GV FORJ

LQFRPLQJ ZDWHU WR IORZ LQWR WKH
]5HHPRYH WKHDODDRGOHDQ RII DQ\ PHWD
RWKHU IRUHLJQ ERGLHV
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&DXVH/ KH VROHQRLG YDO
VXSSO\ KDV VWXFN RU EHH

5HPRYH WKH VROHQRLG YDOYH DQG
ILOLQJY RU RWKHU IRUHLJQ ERGLHV
G GHIRFWLYH

&DXVH([FHVVLYH FDOFLXP
GHSRVLWV LQ WKH VWHDP
WDQN

&OHDQ WKH ZDWHU WDQN E\
&OHDQLRJ SDJH

&DXVHDOIXQFMWWKGILUFXLW
RU FRQWURO SDQHO

H DMWXKCHVY FRPSRQHQW

&DXVH KHVWHDP JHQHUDW
XS IRU WKH ZURQJ YROWD/|

&KHFN WKH YROWDJH DQG WKH FRQQ
J6HIHH )LIXURQ SDJH

&EDXVHKHKHDWLQJ HORNAHN

MHDSOD FHGW KHHFWLYH KHDWLQJ HOHPH

A continuous trickle of hot water from the steam generator’s drainage pipe.

&DXVHYV

BROXWLRQ

&DXVHKH GUDLQDJH YDOYR
EHHQ GHIHFWLYH

'k%@R %EMI\NKH SRZHU VXSSO\ W
UHPRYH WKH GUDLQDJH YDOYH DQG

SHUVLVWY DIWHU FOHDQLQJ UHSOD

IRDIDRZLQJI VW

QWV

FH D GUD

Hot water comes out of the steam head in spurts or in a slight, even flow mixed

with steam.
&DXVHYV 6ROXWLRQ

(OLPLQDWH WKH ZDVEM W GRFNHW
&DXVHPDOO ZDWHU SRFNHW DORQJ WKH VWHDP SLSH

GRZQ WKH VWHDP SLSH WR YWHDP UJ
&DXH 7KH VWHDP SLSH LV XQLQVXODWHG DOR%J WRR

,QVXODWH WKH VWHDP SLSH
JUHIMWSRUWLRQ RI LWV OHQJWK
Pressure Relief Valve opens / is activated.
&DXVHYV 6ROXWLRQ
&DXVHKH VWHDP SLSH LV ESHPRNYHHGWKH EORFNDJH
&DXVH/KH LQWHUQDO GLD|5HSODFH WKH SLSH RU WKH SLSH MR
WHDP SLSH LV FRQVLGHUDEWGE XUHGXEG GUHIHU WR 6WHDP 2XWOHW RQ SI
&DXVHKDUS EHQGV DORQJ7DNH RXW WKH VKDUS EHQGV LQ WKH
SLSHHH 7(67 JHQWO\ UBX®G®ILPXP UDGLXV PP
&DXVHDUJH WBISRFNHW VRP

$GMXVW WKH VWHDP SLSH WR HOLPLQDWH WK

DORQJ WKH VW HHMH SI(6 H
&DXVH([FHVVLYH FDOFLXP
GHSRVLWV LQ WKH VWH[&OHDQ WKH ZDWHM YWIMQNN&OHDQLQJ RQ SDJH

UHVHUYRLU
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TEST 1

Temperature sensor test.

Soak a small towel in cold water. Hang the wet towel over the thermostat sensor. If, within
20 minutes, the steam generator has started to produce steam continuously, the
equipment is not defective, but the thermostat sensor is located in an unsuitable position,
or the thermostat itself is faulty. If steam production does not begin, use the checklist to
find out the cause.

TEST 2

Steam pipe test if the pressure relief valve is activated.

Disconnect the steam pipe from steam generator. Start the generator and let it remain on
for about 10 minutes. If the pressure relief valve is not activated during this test, there is a
blockage along the steam pipe which is preventing the passage of steam. Take the
necessary steps according to the information in the checklist.

TEST 3

Steam generator beeps all the time but no faulty parts can be found.

Switch off the steam generator by pressing on/off on control panel after operating 20
minutes or when beeps, the display shows current temperature of the water tank. use the
checklist to find out the cause.
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Limited Warranty - WS Steam Generator

Two-Year Warranty

WinSpa warrants the control system, water tank and transformer for a period of two year from the
original purchase date. Warranty on the factory installed spare parts specially covers the heating
elements, inlet valve, drainage valve and exhaust fan for a period of 6 months from the original
purchase date. Refurbished parts may be used to satisfy warranty replacement of electrical and
mechanical parts.

WinSpa reserves the right to inspect or designate a person to inspect any part that is claimed to be
defective and covered by this warranty.

Any and all additional cost and fees including shipping, delivery, freight, set-up, installation, upgrade
fees and disposal charges will be the responsibility of the steam generator owner.

Acts Invalidating Warranty

Warranty conditional upon proper installation under this instruction manual and regular basic
maintenance, including regular removal of calcium and cleaning the water tank and electrodes.

This warranty is void if the steam generator has been subjected to alterations, neglect, misuse or abuse;
if any repairs have been attempted by anyone other than an authorized serviced representative; or if
failure caused by accident, acts of nature or other causes beyond the control of Winspa.

Disclaimers

WinSpa shall not be held liable for injury or loss of use of your steam generator or other incidental and
consequential cost, expense or damage, whether incidental or consequential, arising out of any defect
covered by this Limited Warranty, including, without limitation, loss of use of the steam generator and
cost of removal of defective product, even if WinSpa has been advised of the possibility of such damage.
In no event shall WinSpa be liable for any reason or cause in excess of the amount paid for the product
by the dealer.

Coverage under this Limited Warranty shall commence as of the original date of purchase
or as otherwise outlined above and the duration of such coverage shall not extend for any
reason whatsoever beyond the stated time periods. No other warranties, written or implied,
are valid.

To apply for warranty following details must be forwarded to WinSpa by email within 30
days of installation:

Model number of steam generator

Serial number of steam generator

Date installed.

Name of installer

Name of customer

Water filter installed ( Yes / No )

ok
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Table of Spare Parts Replacement

6SDUH 3DUWYV ORGHO 6HULHVY 1R 5 HSODFHPHQW 'DWH
ODLQ &LUFXLW &DUG 3&% :6BBBBB BBBBB BBBBB BBEBBB
&RQWURO 3DQHO :6BBBBB BBBBB BBBBB BBEBBB
:DWHU /HYHO 3UREH :6BBBBB BBBBB BBBBB BBEBBB
6WHDPURRP 7THPSHUDW XU H c8-BB\BHU BBBBB BBBBB BBEBBB
+HDWLQJ (OHPHQW :6BBBBB BBBBB BBBBB BBEBBB
7TUDQVIRUPHU :6BBBBB BBBBB BBBBB BBEBBB
:DWHU ,QOHW 9DOYH :6BBBBB BBBBB BBBBB BBEBBB
'UDLQDJH 9DOYH :6BBBBB BBBBB BBBBB BBEBBB
JUHVVXUH 5HOLHI 9DOYH :6BBBBB BBBBB BBBBB BBEBBB
([KDXVW )DQ :6BBBBB BBBBB BBBBB BBEBBB
JUDJUDQFH )HHGLQJ 3XHS :6BBBBB BBBBB BBBBB BBEBBB
6WHDPURRP ([KDXVW )DQ :6BBBBB BBBBB BBBBB BBEBBB
2ZWKHUVBBBBBBBBBBBBBBBEBBBBBE BBBBB BBBBB BBEBBB
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